
 
 
 

DORMA TS93 EN 2-5 CAM ACTION DOOR CLOSER 
 
 
This folder contains all technical documentation detailing the compliance of the DORMA TS93 Cam 
Action EN2-5 Slide Arm Door Closer complies with the technical and product requirements contained 
within United Kingdom Building Regulations and Construction Product Regulations 1991. 
 
Contents 
 

1. Declaration of Performance 
The TS93 is CE marked to BS EN1154 
 

2. EN1154 Certificate of Constancy of Performance 
The TS93 has been successfully independently third party tested to BS EN1154 

 
3. Certifire Certificate CF119 

The TS93 is Certifire Approved as per enclosed Certificate and is suitable for the following 
applications:-  

 
a) Timber doors of up to 2 hours fire resistance when installed on the door on the pull or 

push side or on the frame on the pull or push side 
 
b) Insulated or un-insulated steel doors of up to 4 hours fire resistance when installed on 

the door on the pull or push side or on the frame on the pull or push side 
 

4. Torque Curve to demonstrate compliance with requirements of ADM and BS8300 
The TS93 when fitted to size EN3 (Minimum size for a fire door) will exert and opening force of 
30N or less between 0 and 30 degrees and 22.5N or less between 30 and 60 degrees of 
opening when applied to doors 767mm wide or above. 

 
 

Technical Specification 
 
DORMA TS93 EN2-5 Cam Action Door Closer with linear drive and rapidly decreasing opening 
resistance/torque, adjustable ‘thinking’ backcheck, adjustable delayed action, adjustable closing 
speed in two independent ranges and mounting backplate with universal fixing hole pattern, 
closing force infinitely variable between EN2-5, Non Handed, CE Marked to BS EN1154 and 
Certifire Certificated CF119. 
 
 
 
Once the TS93 Door Closer has been fitted and adjusted accordingly this document can be 
passed to Building Control to demonstrate compliance with UK Building Regulations and 
to the ‘responsible person’ of the Building owner/occupier for use in respect of RR(FS)O 
requirements.  



LEISTUNGSERKLÄRUNG 

DECLARATION OF PERFORMANCE 
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DOP_0001 

EN EU Nr. 305/2011 Declaration of Performance  
 

 Unique identification code of the product-type: Controlled door closing devices DORMA TS 93 B EN 2-5,  

 DORMA TS 93 G EN 2-5 

 Intended use/es: On fire and smoke compartmentation doors to fulfil the self closing requirements of such doors.   

 Manufacturer: dormakaba Deutschland GmbH - DORMA Platz 1 - 58256 Ennepetal 

 System/s of assessment and verification of constancy of performance (AVCP): System 1 

 Harmonised standard: EN 1154: 1996/A1: 2002/AC: 2006 

 Notified body/ies: MPA NRW 0432  

 Declared performance/s: 

Essential characteristic Performance Harmonised technical 
specification 

Self-closing  Closing doors from >= 180° open grade 4 

 Door closer power size EN 2-5 

 Suitability for fire/smoke door use grade1 

 Safety grade 1 

 Temperature dependence +40°C and -15°C: >=3s <=25s  

 Latch control 

 Back check 

 Delayed closing 

 Adjustable closing force 

 
EN 1154: 1996/A1: 2002/AC: 
2006 

Durability of self-closing 
 

 Durability 500000 cycles grade 8 

 Very high corrosion resistance grade 4 

Dangerous substances  Substances of very high concern < threshold values 

 

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of 

performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified 

above. 

Signed for and on behalf of the manufacturer by: 

 

Ennepetal 03.11.2016 

 

 
_______________________ 
Michael Hensel 
 
Senior Vice President 
Access Solutions DACH 

 

 
























