Always consult Dorma's web site for latest template at www.dorma-usa.com or call 1-800-523-8483.

DOOR CLOSER MODELS: 8916, 8956 SPA, SPAT, SPAK
PARALLEL ARM INSTALLATION (PUSH SIDE MOUNT)
WITH STANDARD SPACER BLOCK

DORMA Door Controls
Reamstown, PA 17567
DORMA Door Controls
Reamstown, PA 17567

Do not scale drawing.
Dimensions are in inches (mm).
Left hand door shown.

Caution: Sex nuts are required for attachment of components to unreinforced doors and to wood or plastic faced composite type fire doors, unless an alternative method is identified in the individual door manufacturer's listings.

Frame widths 4-1/2" and less use optional NFHD bracket.
Minimum door width 26".
Optional DPK fasteners (DPK89) for steel door & frame only.

Notes:
1. Do not scale drawing.
2. Dimensions are in inches (mm).
3. Left hand door shown.
4. Caution: Sex nuts are required for attachment of components to unreinforced doors and to wood or plastic faced composite type fire doors, unless an alternative method is identified in the individual door manufacturer's listings.
5. For frame widths 4-1/2" and less use optional NFHD bracket.
6. Minimum door width 26".
7. Optional DPK fasteners (DPK89) for steel door & frame only.

FOR 1/4-20 machine screws use 7/32" drill & tap
For no. 14 wood screws use 5/32" drill
DPK fasteners drill 1/8" pilot hole
Two (2) "optional" holes in frame
Used for optional NFHD bracket

FOR 1/4-20 machine screws use 7/32" drill & tap
For no. 14 wood screws use 5/32" drill
DPK fasteners drill 1/8" pilot hole
For sex nuts use 3/8" drill
Four (4) holes in door for closer

Door closer models: 8916, 8956 SPA, SPAT, SPAK with plate BP89
Parallel arm installation (push side mount)
With standard spacer block
Optional NFHD bracket and BSHD blade stop spacer block

Always consult Dorma's web site for latest template at www.dorma-usa.com or call 1-800-523-8483.
PARALLEL ARM INSTALLATION (PUSH SIDE MOUNT)
FOR USE WITH STANDARD SPACER BLOCK
AND OPTIONAL NFHD BRACKET AND BSHD BLADE STOP SPACER BLOCK

DORMA Door Controls
Reamstown, PA 17567

Always consult Dorma's web site for latest template at www.dorma-usa.com or call 1-800-523-8483.

DOOR CLOSER MODELS: 8916, 8956 SPA, SPAT, SPAK WITH PLATE DP89
PARALLEL ARM INSTALLATION (PUSH SIDE MOUNT)
FOR USE WITH STANDARD SPACER BLOCK
AND OPTIONAL NFHD BRACKET AND BSHD BLADE STOP SPACER BLOCK

Notes:
1. Do not scale drawing.
2. Dimensions are in inches/(mm).
3. Left hand door shown.
4. Caution: Sex nuts are required for attachment of components to unreinforced doors and to wood or plastic faced composite type fire doors, unless an alternative method is identified in the individual door manufacturer's listings.
5. For frame widths 4-1/2" and less use optional NFHD bracket.
6. Minimum door width 26".
7. Optional DPK fasteners (DPK89) for steel door & frame only.