NOTES:
1. SEE ADDITIONAL TRIM TEMPLATE WHEN REQUIRED.
2. DEVICE WILL COVER STANDARD SDI CUTOUT.
3. FOR SEX NUTS USE 3/8" DRILL.

FOR LESS BOTTOM ROD (LBR) DEVICES, DELETE BOTTOM LATCH PREP. POPPER REQUIRED ON FIRE RATED DEVICE, SEE TEMPLATE T-4012.

5/16" (8 mm)
3/4" (9 mm)
3/4" (19 mm)

NOTE: FOR "LBR" LESS BOTTOM ROD UNITS DELETE BOTTOM LATCH PREP.

BEFORE (10 mm) DIAM HOLES THRU DOOR (6) PLACES

NOTE: FOR SDI LEVER (NOT DOOR)

NOTE: FOR 9300 SERIES MOUNTING LOCATION SEE APPROPRIATE 9300 TEMPLATES.

9100 & F9100 x VODTCV or NPTDTCV
9100 & F9100 x V102CV or V302CV
9100 & F9100 x PTT02CV or PRT02CV
VERTICAL ROD EXIT DEVICE

ALWAYS CONSULT DORMA'S WEB SITE FOR LATEST TEMPLATE AT WWW.DORMA-USA.COM OR CALL 1 800 523 8483
NOTES:

1. SEE MASTER SHEET #T-0001 FOR SUGGESTED DOOR REINFORCEMENT.
2. SEE ADDITIONAL DEVICE TEMPLATE WHEN REQUIRED.
3. "I" STYLE TRIM WILL COVER STANDARD SDI CUTOUT.

FINISHED FLOOR LINE OR TOP OF THRESHOLD

ALWAYS CONSULT DORMA'S WEB SITE FOR LATEST TEMPLATE AT WWW.DORMA-USA.COM OR CALL 1 800 523 8483 10/99